


Morse 2110
- Stove shown with optional shart
legs. Decreases height by 1.5".

2100 SERIES SPECIFICATIONS

Height standard 18G5 ........cconmnnine oo 28" (A)
Height w/short 1805 ... sesmms e 26.57 [A)
L TR LT 23.8" (B)
3Tyl (L e e S e T S ke 185" (C)
Flue Collar Height (Rear exit)....coeeeeeeeeiisicenns 22" (GiLy (D)
Measurement of stove

rear to centetline of top flue collar........, 5" (E)
Flue Collar Height (Top 8xit] ... 29.8" (F)
Flig CallarBizes s g bl a it e R T 6"
BHS M. i iciinns i irmsnan s smmsnns s eens s semms s s s b 42000
BUITE THITIE: 1.t oo dscoitdapsansnniie s mnshi s sma i nsiiors s s ignms 8 Hours
Avg. Area Heated ..o 800 - 1400 sq. it.
Loy oo o o g R R T 18.5"
EPA Grams per HE ..o s s weeaie SR

2100 CLEARANCES

Unprotected Surfaces Rear
Single Wall Cannector. 20"
Double Wall Connector: 16"
Protected Surfaces Rear
Single Wall Connector: 2
Double Wall Connector: 12"

Fireplace Installation®:

Top Plate to Mantel (10" mantel depth):
Top Plate to Top Trim (1.57 trim depth):
Top Plate to Side Trim:

Top Plate 1o Adjacent Side Wall:
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*Proper shielding can reduce these clearance up fo 50% as

per MFFA 211
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Morsa reserves the right to change specifications without nolice

MORSG 2100 SERIES
- FEATURES AND BENEFITS

148 years of cast iron experience means top
quality castings that sets the industry standard

Mon catalytic clean burn technology which
has passed strict EPA emissions tast for more
complete combustion and high heat output

Both rear and bultom heat shields for reduced
clearances and better heat convection are
standard

Excellent clearances

Reversible flue collar for either top or rear
venting give added installation flexibility
Superior air wash system keeps the glass
clean for unparalleled fire viewing

Single air control for ease of operation

Beautiful, high quality detachable stainless
sleel handle

Rugged ash pan made of heavy gauge steal

Gasketed cast iron stove plates provide tight
seals that require less maintenance through
years of operation

Chromium treated internal castings give
added strength and durability

10 years limited warranty

Options:

Short leg oplion
Outside air kit
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